
Outstanding effi ciency, excellent lighting quality and 
robustness /This is Why TADA is the ideal luminaire for 
production or storage premises and extreme ambient 
conditions.

LED Lighting
Moisture -Proof Luminaire

TADA



Type Moisture-proof luminaire

Mounting Surface-mounted or suspended

IP Rating IP66

Service Life 50,000 hrs. (L80/B10)

Beam Angle (C0/C90) 114°/90°

Light Source 140-162 Mid-Power LEDs

Luminaire Luminous Flux 4,300 / 4,500 / 5,900 / 6,200 lm

Correlated Colour Temperature (CCT) 4,000 K

Colour Rendering Index (CRI) > 80

Efficiency up to 103 lm/W

Glare Rating, UGR (C0/C90) 23.8/24.0 / 25.1/25.3

/This is Why SHARP /This is Why Quality LED /This is Why TADA

•	 100	years	of	innovation
•	 40	years	of	LED	technology
•	 	5	years	warranty	on	LED	lighting	products
•	 	Lighting	design	support	(specification	&	
cost	analysis)

•	 Finance	options

•	 50.000	hrs.	service	life	(L80/B10)
•	 High	energy	efficiency
•	 No	maintenance	costs
•	 Quick	amortisation	during	operating	time
•	 CO²	reduction
•	 	Compliance	with	environmental	standards	
•	 High	vibration	resistance
•	 Instant	on/off
•	 	No	UV	or	infrared	radiation,	mercury	free

•	 Outstanding	luminous	efficiency	
(up	to	103	lm/W)

•	 Excellent	lighting	quality	with	Colour	Ren-
dering	Index	of	>80

•	 140-162	Mid-Power	LEDs
•	 Robust	and	secure	luminaire	
preventing	foreign	objects	and	water	(IP66),	
impact,	vibration	and	extreme	temperatures	
(-25°C	to	+35°C)

•	 Quick	installation
•	 Made	in	Europe

Moisture-proof LED luminaire IP66 with a robust die-cast 

aluminium body and PC or PMMA diffuser with internal prisms 

patterning for single or through-wiring (Wieland connection 

plug included). A luminous flux of 4,300 to 6,200 lm and a 

Correlated Colour Temperature (CCT) of 4,000 K enable highly 

efficient lighting in industrial buildings, parking garages,car 

washes and other facilities with complex ambient conditions. 

Simple and time-saving installation with flexible mounting 

positions. These long-lasting (50,000 hrs) switchable or dim-

mable luminaires can be combined with presence detectors. 

IFS/BRC for applications in the food industry.

1045

492

85

92

h = 2.5 m h = 3.5 m h = 5.0 m
Length = 1.6 × Width

Mounting height:

Number of luminaires

4.000 lm

150 lx 300 lx

Area (m²)

10
00

20
0

30
0

40
0

50
0

60
0

70
0

80
0

90
0

10
00

12060

10050

8040

6030

4020

2010

00

h = 2.5 m h = 3.5 m h = 5.0 m
Length = 1.6 × Width

Mounting height:

Number of luminaires

6.000 lm

150 lx 300 lx

Area (m²)

10
00

20
0

30
0

40
0

50
0

60
0

70
0

80
0

90
0

10
00

8040

7035

6030

5025

4020

105

2010

3015

00

C0 / C180
C90 / C270 cd / 1000 lm

180° 150°150°

120°

60°

90°

60°

120°

100

200

300

400

90°

30° 30°

0°

TADA / LED Lighting

2



Robust and secure

The	luminaire	can	be	operated	under	extreme	ambient	conditions:

•	 Foreign	objects:	Dustproof
•	 Water:	Protected	against	powerful	water	jets
•	 Impact:	Very	rugged	luminaire	body	made	of	die-cast	aluminium	and	stable	cover	with	
rounded	front	sides	and	high	impact	strength	(PC:	IK08/6	Joule,	PMMA:	IK01-05/0,5	Joule)

•	 Vibration:	Linear	LED	circuit	board	concept	with	vibration	resistant	components
•	 Temperatures:	Constant	light	output	even	under	extreme	ambient	temperatures	from	–	25°	C	
to	+	35°	C

•	 Theft:	Anti-theft	system	(accessory)
•	 Protective	earthing:	Protection	against	electric	shock	(Protection	class	1)

Applications

Moisture-proof	luminaire	for	wall	and	ceiling	mounting.	Suitable	for	installation	in	indoor	spaces	
with	extreme	ambient	conditions,	as	well	as	outside	under	canopies.

•	 production	or	storage	premises
•	 cold	storage	rooms
•	 equipment	rooms
•	 escape	tunnels
•	 car	parks
•	 passageways
•	 railway,	bus	and	subway	stations
•	 car	washes
•	 petrol	stations
•	 cellars

Versions	with	polycarbonate	(PC)	diffuser	can	as	well	be	used	for	food	industry	according	to	IFS/BRC.	The	luminaire	is	not	suitable	for	use	in	
highly	corrosive	atmospheres,	e.g.	swimming	pools,	factory	farms	or	tunnels	with	extremely	aggressive	ambient	conditions.

Anti-theft system (accessory)

Excellent lighting quality

•	 Luminaire	cover	made	of	PC	or	PMMA	with	a	quality	diffuser	with	internal	prisms	patterning	
for	very	homogenous	light	distribution

•	 Colour	Rendering	Index	CRI	RA:	>	80
•	 High	glare	control
•	 Neutral	white	light	colour	(4,000	K)
•	 Optical	system	consisting	of	140/162	mid-power	LEDs

Efficient and sustainable

•	 Conserves	energy	due	to	high	luminous	efficiency	(up	to	103	lm	/	W)
•	 Thermal	management:	The	high-quality	die-cast	aluminium	body	ensures	perfect	thermal	
management	for	increased	efficiency	and	longevity

•	 Long	product	service	life:	more	than	50,000	operating	hours	(L80	/	B10:	after	50,000	hrs	
80%	of	luminous	flux	and	maximum	10%	LED	failure)

•	 Made	with	recyclable	materials
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Flexible and quick installation

Simple connection

Plug	&	Play:	Electrical	connection	with	
Wieland	(5	pole:	DALI,	3	pole:	switchable)	
plug	and	socket	system	(included)

Installation via mounting clips

For	ceiling	and	wall	mounting	and	also	for	mounting	to	a	support	rail.

Installation via mounting clips and triangular brackets

for	suspended	mounting

Single wiring

3	×	1.5	mm²	wiring	diameter

Through-wiring

3	×	1.5	mm²	wiring	diameter

Mounting	clips	and	brackets	are	included.

TADA / LED Lighting
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Luminaire versions

Order Code Connected Load Controls
Luminaire 
Luminous Flux Efficiency Wiring Optical System

MP45S8445S00S1 45 W switchable 4,500 lm 100 lm/W Single wiring PMMA diffuser

MP45S8445S00T1 45 W switchable 4,500 lm 100 lm/W Through wiring PMMA diffuser

MP45D8445S00S1 45 W dimmable (DALI) 4,500 lm 100 lm/W Single wiring PMMA diffuser

MP45D8445S00T1 45 W dimmable (DALI) 4,500 lm 100 lm/W Through wiring PMMA diffuser

MP60S8462S00S1 60 W switchable 6,200 lm 103 lm/W Single wiring PMMA diffuser

MP60S8462S00T1 60 W switchable 6,200 lm 103 lm/W Through wiring PMMA diffuser

MP60D8462S00S1 60 W dimmable (DALI) 6,200 lm 103 lm/W Single wiring PMMA diffuser

MP60D8462S00T1 60 W dimmable (DALI) 6,200 lm 103 lm/W Through wiring PMMA diffuser

MP45S8443S00S2 45 W switchable 4,300 lm 96 lm/W Single wiring PC diffuser

MP45S8443S00T2 45 W switchable 4,300 lm 96 lm/W Through wiring PC diffuser

MP45D8443S00S2 45 W dimmable (DALI) 4,300 lm 96 lm/W Single wiring PC diffuser

MP45D8443S00T2 45 W dimmable (DALI) 4,300 lm 96 lm/W Through wiring PC diffuser

MP60S8459S00S2 60 W switchable 5,900 lm 98 lm/W Single wiring PC diffuser

MP60S8459S00T2 60 W switchable 5,900 lm 98 lm/W Through wiring PC diffuser

MP60D8459S00S2 60 W dimmable (DALI) 5,900 lm 98 lm/W Single wiring PC diffuser

MP60D8459S00T2 60 W dimmable (DALI) 5,900 lm 98 lm/W Through wiring PC diffuser

Other versions available on request

Diffuser materials

Polycarbonate (PC) Polymethylmethacrylate (PMMA)

•	UV-stabilised

•	Very impact resistant

•	Chemical resistance to a limited extent

•	100% UV-resistant

•	High chemical resistance

•	Impact absorbing

Accessories

Order Code Description

MPAATC Anti-theft system
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We reserve the right to make technical and  
design changes without prior notice.
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